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Standard Construction

QTY TAG MODEL
HOOD DIMENSIONS

GLASS PANEL
DAMPER WEATHER HOOD

A B QTY SIZE
TOTAL

FREE AREA QTY SIZE

PELV-321 32 24 18 x 14 1 26 x 18 2 SQ.FT. 1 30 x 18

PELV-322 32 24 18 x 14 2 26 x 18 4 SQ.FT. 2 30 x 18

PELV-381 38 24 24 x 14 1 32 x 18 2.5 SQ.FT. 1 36 x 18

PELV-382 38 24 24 x 14 2 32 x 18 5 SQ.FT. 2 36 x 18

PELV-441 44 24 30 x 14 1 38 x 18 3.3 SQ.FT. 1 42 x 18

PELV-442 44 24 30 x 14 2 38 x 18 6.6 SQ.FT. 2 42 x 18

GLASS

(NOTE 1)

A 

B

18”

NOTE 1 - 18x18 Weatherproof Hinged 
Access Door Opposite Side 
to Glass Panel

HOOD - .063 Aluminum with Aluminum 
Channel for Internal Support. 
Roof with 0.5” Insulation

BIRDSCREEN - 1/2” Bird Screen Mechanically 
Fastened to Underside of 
Weather Hood

CURB - 18 Gauge Galvanized, 1” 
Thick Insulation

GLASS - 1/8” Annealed Clear Glass 
Mounted Into Panel

DAMPER - Opposed Blade Low Leakage with 
Internally Mounted Actuator 120 or 
24 Volt, Power Closed, Fail Open. 
Actuator Includes End Switch for 
Blade Position Indication

Motorized 
Damper

Elevator Vent

‘A’ - 1” 

A + 3”

36”

Roof Curb

‘A’ - 4”

Optional Second Hood
Pending Model Selected

18”


